










Models: AC-10
AC-20 

AC-20ART
AC3-25

AC3-25ART
Hydraulic Tail 

(HT)
Slide Axle 

(TA) 40 Ton
Slide Axle 

(TA) 55 Ton
Double Drop 

(SRG)
35CC 50CC 55CC 35RP 55RP 55SA-HX 55SA & 60SA

55SA-RC &
60SA-RC

60CC/55SA-LD E-Nitro

Capacity: 20,000 lbs. 40,000 lbs. 50,000 lbs.
70,000 lbs. Distributed

50,000 lbs. in 16 ft.
80,000 lbs. Distributed 

50,000 lbs. in 10 ft.
110,000 lbs. Distributed

80,000 lbs. in 10 ft.
30-55 Ton Distributed
(5 tons less in 10 ft.)

70,000 lbs. in 
1/2 Deck Length

100,000 lbs. in 
1/2 Deck Length

110,000 lbs. in 
1/2 Deck Length

70,000 lbs. in 
1/2 Deck Length

110,000 lbs. Distributed
100,000 lbs. in 12 ft. 6 in.

110,000 lbs. in 16 ft.
110,000 lbs. in 

1/2 Deck Length
110,000 lbs. in 

1/2 Deck Length

120,000 lbs. in 1/2 Deck 
Length at 60CC 

110,000 lbs. in 1/2 Deck 
Length at 55SA-LD

25,000 lbs.

Estimated Weight: AC-10: ~ 6,200 lbs.
AC-20: ~ 8,500 lbs

AC-20ART ~ 9,200 lbs.
AC3-25: ~ 11,700 lbs.
T3T-25 ~ 14,100 lbs.

Starting at 18,380 lbs. Starting at 18,380 lbs. Starting at 21,080 lbs. Starting at 14,920 lbs. Starting at 14,540 lbs. Starting at 18,180 lbs. Starting at 22,450 lbs. Starting at 18,910 lbs. Starting at 23,510 lbs. Starting at 21,660 lbs. Starting at 20,850 lbs. Starting at 21,960 lbs. Starting at 23,850 lbs. Starting at 2,950 lbs.

Unique  
Feature:

Pierced I-Beam
Cross Members

Pierced I-Beam
Cross Members

Pierced I-Beam
Cross Members

12,000 lb. Planetary Winch
15,000 lb. Planetary 

Winch (20,000 lb. 
optional) with air clutch

15,000 lb. Planetary 
Winch (20,000 lb. 

optional) with air clutch

Sliding Pin or Swinging 
Tear Drop Connections

Non-Ground Bearing 
Hydraulic Gooseneck 
w/ 4 Power Cylinders

Non-Ground Bearing 
Hydraulic Gooseneck 
w/ 4 Power Cylinders

Non-Ground Bearing 
Hydraulic Gooseneck 
w/ 4 Power Cylinders

Non-Ground Bearing 
Hydraulic Gooseneck 
w/ 4 Power Cylinders

Non-Ground Bearing 
Hydraulic Gooseneck 
w/ 4 Power Cylinders

Non-Ground Bearing 
Hydraulic Gooseneck 
w/ 4 Power Cylinders

Non-Ground Bearing 
Hydraulic Gooseneck 
w/ 4 Power Cylinders

Non-Ground Bearing 
Hydraulic Gooseneck 
w/ 4 Power Cylinders

Non-Ground Bearing 
Hydraulic Gooseneck 
w/ 4 Power Cylinders

Nitrogen Assisted 
Dampening

Construction:
Cold Formed Tongue

& Main Beams
Cold Formed Tongue

& Main Beams
Cold Formed Tongue

& Main Beams
HD I-Beam Cross

Members on 12-in. Centers
4-in. I-Beam Cross

Members on 9-in. Centers
4-in. I-Beam Cross

Members on 9-in. Centers
T1 & 80K Beam 

Construction
100,000 PSI Minimum 

Yield Steel
100,000 PSI Minimum 

Yield Steel
100,000 PSI Minimum 

Yield Steel
100,000 PSI Minimum 

Yield Steel
100,000 PSI Minimum 

Yield Steel
100,000 PSI Minimum 

Yield Steel
100,000 PSI Minimum 

Yield Steel
100,000 PSI Minimum 

Yield Steel
100,000 PSI Minimum 

Yield Steel
100,000 PSI Minimum 

Yield Steel

Swing  
Clearance:

5 ft. 6 in. Tongue Length
Adjustable 3 in. ID Pintle 

Eye

5 ft. 6 in. Tongue Length
Adjustable 3 in. ID Pintle 

Eye

5 ft. 6 in. Tongue Length
Adjustable 3 in. ID Pintle 

Eye

7 ft. 10 in. Gooseneck Length
76 in. Swing Radius

Starting at 10 ft. 10 in. 
Gooseneck Length

86 in. Swing Radius

Starting at 10 ft. 10 in. 
Gooseneck Length

96 in. Swing Radius

9 ft. 6 in. Gooseneck Length
80 in. Swing Radius

10 ft. 0 in Gooseneck 
Length

84 in. Swing Radius

11 ft. 0 in. Gooseneck 
Length

96 in. Swing Radius

12 ft. 0 in. Gooseneck 
Length

108 in. Swing Radius

10 ft. 0 in. Gooseneck 
Length

84 in. Swing Radius

11 ft. 0 in. Gooseneck 
Length

96 in. Swing Radius

12 ft. 6 in. Gooseneck 
Length

114 in. & 90 in. Dual 
Radius

12 ft. 0 in. Gooseneck 
Length

108 in. Swing Radius

12 ft. 0 in. Gooseneck 
Length

108 in. Swing Radius

12 ft. 0 in. Gooseneck 
Length 108 in. Swing Radius 

with Optional 24 in. 
Gooseneck Extension 
132 in. Swing Radius

54 in. Spacing
14 ft. 1 in. Spread

60 in. Spacing
14 ft. 7 in. Spread

Dimensions:
AC-10:  24 ft. Deck                
(19 ft.  Flat; 5 ft.

Beavertail)

AC-20:
24 ft. Deck (19 ft. Flat; 

5 ft. Beavertail)
AC-20ART:

27 ft. Deck (21 ft. Flat;
6 ft. Beavertail)

AC3-25:   
29 ft. Deck (24 ft. Flat;  

5 ft. Beavertail)
AC-20ART:  

30 ft. Deck (24 ft. Flat;  
6 ft. Beavertail)

Upper 9 ft. 2 in. Deck 
48 ft. to 53 ft. OAL                    

8 ft. 6 in. Wide

48 ft. to 53 ft. OAL
 8 ft. 6 in. Wide

48 ft. to 53 ft. OAL
 8 ft. 6 in. Wide

47 ft. 4 in. to 52 ft. 10 in. 
OAL

8 ft. 6 in. Wide

24 ft. Deck Length
8 ft. 6 in. Wide

25 ft. Deck Length
8 ft. 6 in. Wide

26 ft. Deck Length
8 ft. 6 in. Wide

24 ft. Deck Length
8 ft. 6 in. Wide

24 ft. Deck Length
8 ft. 6 in. Wide

26 ft. Deck Length
8 ft. 6 in. Wide

25 ft. Deck Length
8 ft. 6 in. Wide

26 ft. Deck Length
8 ft. 6 in. Wide

26 ft. Deck Length 
8 ft. 6 in. Wide

N/A

Loaded Deck 
Height:

AC-10: 32-1/4 in.
AC-20: 32-1/4 in.
AC-20ART: 33 in.

AC3-25: 32-3/4 in.
AC3-25ART: 33 in. 

36-1/4 in. 36 in. 36 in. 18 in. 22 in. 22 in. 18 in. 22 in. 22 in. 24 in. 20 in.
22 in. Mainbeams / 

15 1/2 in. Side Height
18 in. N/A

Accessories:
15,000 lb. Capacity 

Single Speed Drop Leg
15,000 lb. Capacity Single 

Speed Drop Leg
15,000 lb. Capacity Single 

Speed Drop Leg
Two (2) Speed 
Landing Gear

Two (2) Speed 
Landing Gear

Two (2) Speed 
Landing Gear

Full Width Gooseneck 
Platform; 1-1/8 in. Shiplap

Optional 3rd Flip Axle Optional 4th Flip Axle Optional 4th Flip Axle
41 in. HD Front Folding 

Ramps - Wood Filled
(adjustable width)

41 in. HD Front Folding 
Ramps - Wood Filled
(adjustable width)

Optional 4th Flip Axle
3+1 Spread Capable

Optional 4th Flip Axle
3+1 Spread Capable

Optional 4th Flip Axle
3+1 Spread Capable

Optional 4th Flip Axle 
3+1 Spread Capable

Two (2) Speed Dual
Landing Gear

Tires: 235/85R16(E) Tires 215/75R17.5 (H) Tires 215/75R17.5(H) Tires 235/75R17.5 (H) Tires 235/75R17.5 (H) Tires 235/75R17.5 (H) Tires 255/70R22.5 (H) Tires 255/70R22.5 (H) Tires 255/70R22.5 (H) Tires 275/70R22.5 (H) Tires 255/70R22.5 (H) Tires 275/70R22.5 (H) Tires 255/70R22.5 (H) Tires 275/70R22.5 (H) Tires 275/70R22.5 (H) Tires 275/70R22.5 (H) Tires N/A

Suspension: Dexter Spring Suspension Hutch Spring Suspension Hutch Spring Suspension Ridewell Air Ride Suspension
Ridewell Air Ride 

Suspension
Ridewell Air Ride 

Suspension
Ridewell Air Ride 

Suspension
Ridewell Air Ride 

Suspension
Ridewell Air Ride 

Suspension
Ridewell Air Ride 

Suspension
Ridewell Air Ride 

Suspension
Ridewell Air Ride 

Suspension
Ridewell Air Ride 

Suspension
Ridewell Air Ride 

Suspension
Ridewell Air Ride 

Suspension
Ridewell Air Ride 

Suspension
Transfers Load 
via Hydraulics

Flooring: 1-1/2 in. Apitong Flooring 1-1/2 in. Apitong Flooring 1-1/2 in. Apitong Flooring 1-1/2 in. Apitong Flooring 1-1/2 in. Apitong Flooring 1-1/2 in. Apitong Flooring 1-1/2 in. Apitong Flooring
1-1/2 in. Apitong 

Flooring
2 in. Apitong Flooring 2 in. Apitong Flooring 1-1/2 in. Apitong Flooring 1-1/2 in. Apitong Flooring

1-1/2 in. Apitong Flooring
Aux Cross Members

1-1/2 in. Apitong Flooring 2 in. Apitong Flooring 2 in. Apitong Flooring N/A

Miscellaneous:
Lockable Tool Box in 

Tongue
Lockable Tool Box in 

Tongue
Lockable Tool Box in Tongue

Lockable Tool Box
- Both Sides

Lockable Tool Box
in Gooseneck / Curbside

Lockable Tool Box
in Gooseneck / Curbside

12 in. Outriggers
12 in. Swinging & 

Removable Outriggers
12 in. Swinging & 

Removable Outriggers
12 in. Swinging & 

Removable Outriggers
12 in. Swinging & 

Removable Outriggers
12 in. Swinging & 

Removable Outriggers
12 in. Swinging & 

Removable Outriggers
12 in. Swinging & 

Removable Outriggers
12 in. Swinging Outriggers 12 in. Swinging Outriggers Self-Tracking Pivot Design

Self Cleaning Spring 
Assist Rear Ramps

7 Degree Load Angle 7 Degree Load Angle
Rear Tail 12 ft. OAL (8 ft. 

Top, 4 ft.  Flip Under)
7 Degree Load Angle 6 Degree Load Angle

Full Width Rear Bridge 
Platform; 1-1/8 in. Shiplap

Boom Well in Rear Bridge Boom Well in Rear Bridge
5 ft. Roller Paver Slope 

Rear Bridge
5 ft. Roller Paver Slope 

Rear Bridge
Boom Well in Rear Bridge Boom Well in Rear Bridge Boom Well in Rear Bridge Boom Well in Rear Bridge

Lifts Last Axle for Easy 
Backing

Lights:
DOT Rubber Mount w/ 

Modular Harness
DOT Rubber Mount w/ 

Modular Harness
DOT Rubber Mount w/ 

Modular Harness
DOT Rubber Mount w/ 

Modular Harness
DOT LED Sealed Beam 

System
DOT LED Sealed Beam 

System
DOT LED Sealed Beam 

System
DOT LED Sealed Beam  

System
DOT LED Sealed Beam  

System
DOT LED Sealed Beam  

System
DOT LED Sealed Beam  

System
DOT LED Sealed Beam  

System
DOT LED Sealed Beam  

System
DOT LED Sealed Beam  

System
DOT LED Sealed Beam  

System
DOT LED Sealed Beam 

System
Can Travel Empty Without 

Shim Removal
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